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SSYYSSTTEEMM  RREEQQUUIIRREEMMEENNTT  
 
Total FPS 

at CIF 
~600 600~480 480~240 240~120 120~ 

CPU 
Intel Core 

2 Duo 
QX6700 

Intel Core 
2 Duo 
E6400 

Intel 
Pentium D 

930 

Intel P4 2.8 
GHz 

Intel P4 2.4 
GHz 

RAM 2 GB 1 GB 1 GB 512 MB 512 MB 

Mother- 
board 

Intel 945 or 965 chip, Intel Chipset recommended 

Display 
ATI Radeon 9200, nVIDIA GeForce FX-5200, Intel 945 / 965 , or 

above (ATI recommended)  

Ethernet 100 BaseT or Above, Gigabit LAN Recommended 

Hard Disk 80 GB or above 

OS MS Windows 2000 / XP Pro SP2 / 2003 
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IINNSSTTAALLLLAATTIIOONN  
 
Step 1: Insert the Installation CD.   
 
Step 2: Run Setup.exe from the 

CD-ROM directory to install. 
 

 
 
Step 3: Check the option “I accept the terms of the license  agreement.” 
 

 
 
 
 



NetFLOW                                           iP Mega+ Digital Video Recorder  

Installation 

page- 7 

Step 4: Please enter your name and the company name for whic h you 
work. 

 
 

 
CCOOMMPPLLEETTEE  SSEETTUUPP  TTYYPPEE::  
 
Install all program features into the 
default directory. 
 
Check the option “Complete”. 
All program features will be installed. 
[Require the most disk space.] 
 
 
 
 
 
 
 
 
 
Press the “install” to start the 
installation. 
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CCUUSSTTOOMM  SSEETTUUPP  TTYYPPEE::  
 
Install the system to a preferred 
directory. Or select whichever feature(s) 
you wish to install. 
 
Check the option “Custom”. 
Select which program features you 
want to install.  This is recommended 
for advanced users. 
 
 
 
 
 
Select folder where setup will install 
files. 
 
 
 
 
   
 
 
 
 
 Select the features setup will install. 
 
 
 
 
 
 
 
 
Note:  For example, select only Playback and LiveView for in stallation. 
Install and use only these features on multiple rem ote sites at home or 
anywhere with a PC.  
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Press “Finish” to finish the installation. 
 
 
 
 
 
 
 
 
 
 
Execute the Main Console 
 
 
 
 
 
 
 
 
 
 
 
Enter the password you 
like into the edit box and 
enter again at the 
Password Confirm box . 
And then press “OK”. 
Now enjoy our Intelligent 
Surveillance Solution. 
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QQUUIICCKK  SSTTAARRTT  
 
IINNSSTTAALLLLAATTIIOONN  OOFF  IIPP  AANNDD  MMEEGGAAPPIIXXEELL  CCAAMMAARRAASS  
 
Step 1:  Install IP or Mega Pixel camera and Setup according to instruction 

manual provided by the manufacturer.  
 
Step 2:  Ping IP camera to ensure connection on the network.   
 
Step 3:  Add the IP camera(s) to the system 
following below steps. 
 
AADDDDIINNGG  IIPP  CCAAMMEERRAASS  TTOO  DDVVRR  
 
Step 1:  Start DVR main form Desktop 
 
Step 2:  Type in user name and password 

and log on to the system. 
 
Step 3:  In DVR main go to Setup and 

choose The Setting panel.  
 
Step 4:  Go to Camera tab. 
 
Step 5:  Click “Search” to search for the IP 

cameras that are available on the 
network.  

Note:  Search function just support the IP 
cameras with UPnP supported. If 
camera not found go to step8. 

 
Step 6:  Select one of the IP cameras that 

are available; check the option and 
enter the username and password. 

 
Step 7:  Click OK to add the camera. 
 
Step 8: Click “Insert” to add the IP cameras.  
 
 

Step 4 

Step 3 

Step 5 

Step 8 
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Step 9:  Enter the IP address or domain name (check the “Use  DNS” 
option), Http Port, Username, and Password. 

 
Step 10:  Click “Auto Detect” 
 
Step 11: Click OK to add the camera. 
 
Step 12:  Click OK to exit the Setting panel. 
 
 
 
 
 
 
 
 
 
 
 
  
SSEETT  RREECCOORRDDIINNGG  SSCCHHEEDDUULLEE  
 
Step 1:  Click on Config to enter schedule setup.  
 
Step 2:  Type in user name and password and log on to the sys tem.  
 
Step 4:  By default, when a camera is added 

to the system, the recording 
schedule is automatically set to be 
24 hours a day for always recording. 

 
Step 5:  Click Configure on the selected 

camera schedule or double click on 
any schedule bar to modify the 
recording mode. 

 
Step 6:  When satisfied with the schedule 

setting, click OK to update the recording schedule. 
 
Step 7:  Click OK again to go back to the DVR Main Display s creen. 

Step 9 

Step 10 

Step 11 

Step 5 
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Step 4 

Step 3 

SSEETT  IINNTTEELLIIGGEENNTT  EEVVEENNTT  MMOONNIITTOORRIINNGG  
 
Step 1:  Click Event from DVR main.  

 
Step 2:  Type in user name and password 

and log on to the system.  
 
Step 3:  Select a camera and then click on 

“Insert Event.” 
 
Step 4:  Select General Motion as the event 

type, click OK.  
 
Step 5:  
In the Alarm Event 
Configuration 
panel, set the 
detection zone as 
all, and then click 
OK to exit the 
panel. 
 
Step 6:  Click OK to go back to the DVR Main.  
 
 
SSTTAARRTTIINNGG  AANNDD  SSTTOOPPIINNGG  RREECCOORRDDIINNGG  AANNDD  SSMMAARRTT  FFUUNNCCTTIIOONNSS  
 
Step 1:  Click start on DVR main. 
 
Step 2:  Type in user name and password and log 

on to the system.  
 
 
Step 3:  Click on “Start Recoding Schedule”  

and “Start Monitor” to initiate the two 
functions. 

 
 

  

Step 3 

Step 5 Step 6 

Step 1 
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SSEEAARRCCHH  ((PPLLAAYYBBAACCKK  RREECCOORRDDEEDD  VVIIDDEEOO))  
 
Step 1: Click search to enter playback mode.  
 
Step 2: Type in user name and password and log on to the sys tem. 
 
Step 3: In the Playback window, click on the Search 
 
Step 4:   
In the time table, recorded 
files are displayed in color 
bars. Highlight any color 
bars to select playback 
section.  
Right click and Drag mouse 
over the grid  to select 
multiple cameras Click OK 
to return to Playback 
Console.  
 
Step 5:   
The recorded files are ready 
to view now. Click play to 
start  playback. 
 

Step 4 

Step 5 

Step 3 
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1. DVR Main 

 
 
This is the GUI (graphic user interface) for DVR .In formation Window, PTZ 
control, View Window selection, Minimize Maximize s creen, Exit DVR 
program and Configuration and setup can be done with  easy click of a 
button. 
  
EEXXIITT:: Use this buttons to turn off the DVR. Username and password 
may be required for this function .  
 
SSCCRREEEENN  DDIIVVIISSIIOONN::  Allocate the sub-screen display by clicking on the 
desired layout icon. To  switch to single camera display, double click on a 
particular sub-screen. Double click on the screen aga in to regain previous 
screen division layout. 

 
 

  
 

                                     

Use Escape key to 
return normal view 

View 36 small screens 
drag and drop picture to 
suit screen configuration. 

Maximise the View 
to full screen 

Auto Switch screen 
one after the other 
to Full screen  
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1.2 

1.3 

11..11  SSTTAARRTT:: Click on the Start icon and select 
from the drop down menu to activate/ 
deactivate: (a) Recording Schedule, (b) Smart 
Guard System, and(c) Counting Application. 
Select Start/Stop Monitor All to activate/ 
deactivate all the functions at once.  
 
Enable secondary display, open event report, 
and lock the system here. See page 69 for 
more details about secondary display. 
 
Note:  Before starting the Intelligent monitor functions m ake sure the 
settings are complete and the objects are in the ca mera view. 
 
SSEEAARRCCHH:: Click on search to view recorded video and 
analyze  data using intelligent tools and change 
configuration see detail on page 18.   
 
CCOONNFFIIGG:: Organize recording time schedule and setup 
recorder configuration. See detail on page 34. 
 
EEVVEENNTT:: Add/Edit Events for intelligent monitoring page 40  
for detail. 
  
SSEETTUUPP:: Select from the drop down menu to modify 
general setting, save/ load configuration settings, start 
counting application, access log viewer and backup files, 
or setup network services. See Setup on page 58 for detail. 
 
11..22  SSttaa ttuuss  LLiinnee: Indicate the working status of the system.    
Gray – at rest, Blue - recording, and Red – events   
detected. When the Status line is red, click it to c ancel 
the event(s). 
 
11..33  IInnffoo rrmm aa ttiioonn  WWiinndd ooww: Display date, time, free HD 
space, CPU temperature, fan speed, and customized 
text. To customize Information about window’s setti ng, 
go to Config > General Setting > General 
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11..44  PPTTZZ  CCaa mm eerraa   CCoonnttrroo ll: Control the movement of PTZ 
cameras. With cameras that support PTZ control, you  
can move, zoom, Tour, adjust the focus, and set 
preset points of the cameras. 
 
1.4.1 Preset/ Go:  Adjust the camera view until you are 
satisfied. Click on the Set icon and set up the vie w as 
the preset point 01. Adjust the camera view again 
and set up the preset point 02. Repeat the process 
until finish setting up all preset points. You can enter 
any names you like to instead of the preset point 01,  
preset point 02.Etc Click on the Go icon and view th e 
result of your setting. 
  
1.4.2 Zoom:  Click on the + and – signs to zoom in and 
zoom out the view. 
  
1.4.3 Focus: You can select to have the camera focused near or f ar. To 
focus near means objects that are closer will be cl earer than the objects 
that are further away. On contrast, to focus far me ans objects that are 
further will be clearer than the objects that are c loser. Click on the Focus 
icon and select auto focus if you want the system to  decide the focus 
point for you. 
 
1.4.4 Tour: Go to Tour click on Set Patrol 
to obtain the Patrol Setup dialog. From 
the left window, select the cameras 
that you would like to have in the Tour 
group. Align the cameras in order in 
the right window and adjust the time. 
Rename the group name if you want. 
After completing the setup, check the 
Active option, and then click OK. 
 
You can setup up to four groups of 
auto Tour. To start or stop, click on the 
Tour icon in the Main Console, and 
select Start Tour or Stop Tour. 
 

 
 



NetFLOW                                            IP Network-Digital Video Recorder  

1. DVR Main  

page- 17 

11..55  OOnn  SScc rreeeenn  MMeennuu  
Right click on the camera screen and get the On 
Screen Menu, from which you can enable move, 
enable digital PTZ , and connect/ disconnect  the 
camera. 
 
1.5.1 Enable Move:  With cameras that support PT 
function, by selecting the enable move function, 
you may adjust the camera’s view by clicking on the  
display screen. To cancel this function, right clic k on 
the screen and select Disable Move.   
 
Note:  You can only work on current camera after 
clicking Enable Move.  
1.5.2 Enable Talk:  With cameras that support two-way audio, you may 
select enable talk to utilize the function. 
 
1.5.3 Connect/ Disconnect: Right click on the display screen and select 
Connect/ Disconnect to modify the connecting status of the camera. 
 
1.5.4 Show Camera:  Select the camera to be displayed from the Show 
Camera Menu. 
 
1.5.5 Delete Camera:  Click on Delete Camera to remove a camera from 
the display screen. This does not delete the camera  from the setting list. 
 
1.5.6 Enable Digital PTZ:  To enable the PTZ functions of the camera, select 
the Enable digital PTZ option.  When enable digital PTZ, we can use mouse 
wheel to zoom in and zoom out on the camera. 
 
Note:  Enable Digital PTZ is the option function in MEGA+ software not in IP 
software 
 
1.5.7 Snapshot:  Select the snapshot function to capture a specific video 
image immediately. You have the options to copy the image to the 
clipboard or to save it. 
 
1.5.8 Manual Record:  Start recording video by selecting manual record. 
 
1.5.9 Toggle Full Screen : To view a specific channel with full screen. 
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2. Search and Playback 

 
Playback and Analyze recorded video with an easy to  use GUI 

 
EEXXIITT// MMIINNIIMMIIZZEE:: Exit / Minimize the Playback Interface. 
 

 
 
SSCCRROOLLLL  BBAARR::  Indicate the status of the playing video. Using mous e drag it 
to search the video clip in a flash then  release the mouse to resume 
playing. 
  
SScc rreeeenn  DDiivv iissiioonn::  Choose viewing screen combination for multiple screen  
playback. Double click to enlarge and reduce. 
 
AAuudd iioo   VVoo lluumm ee  CCoonnttrroo ll::  Adjust the sound level. Mute 
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PPLLAAYYBBAACCKK  CCOONNTTRROOLL:: Play, pause, stop, fast forward, Rewind the video. 
 

                      
CCUUEE:: Cue is used to set the start and end point of short  AVI video clips that 
has to be saved to a CD or USB drive while playing it back.   
 
SSPPEEEEDD:: Control the speed of the playing video. Click 
+ to speed up and – to speed down. 
 
ZZOOOOMM::  Zoom in and zoom out. Get a close up view 
of the recorded video; use mouse to move to the 
spot you want to view by dragging the screen. 
 
22..11  IInnffoo rrmm aa ttiioonn  WWiinndd ooww::   Display video date and 
time, current video status, cue in/ out points’ time, 
and speed. 

 
22..22  AAuudd iioo   VVoo lluumm ee  CCoonnttrroo ll::  Adjust the sound level.  
 
22..33  AAuudd iioo   VVoo lluumm ee  MMuuttee ::     
 
22..44  BBrroowwssee   MMoodd ee ::  Search saved video.   
 
22..55  SSeeaa rrcc hh  VViidd eeoo ::  Click on search button to access the 
Date-Time Panel and select the video record that yo u want to 
review. 
 
2.5.1 Date Time Panel 
 
2.5.2 Record Display Window:  
The search window shows the 
information of the available 
recordings. Calendar days will 
be highlighted in red .Hours of 
recording will be also 
highlighted in different colors to 
match the recorded video data. 
For further details about how to 
modify the record display window view, see page 32. 
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Click on the  icon on the top of the display window to obtain th e local 
or Remote Playback Site Management  dialog. You may select to access 
local machine or set up remote playback server. See page 33 for more 
details about setting up the remote playback server . 

Click on the  icon to Refresh records display window, and click on 

the  icon to access the log viewer  dialog. See Page 28 for more 

details about the log viewer dialog. Additionally, u tilize the   icons 
to go to previous and next  recording Date. 
 
2.5.3 Date Time Period:  Select the start 
and end time points that indicate the 
time period you would like to view. 
 

2.5.4 Video Preview:  Check the enable preview 
option to view the selected video. 
 
2.5.5 Event Type: There are 6 event types; see Chapter 4 Event for det ails. 
You may set up different colors for different event  types to help you select 
events. 
 
2.5.6 Time Table: Utilize the  icon to select all channels; also utilize the 

 icon to deselect all channels. Finally, utilize th e scale bar 

 to modify the scale of the time table. 
 
 
 
Click “Show Records” and the 
intelligent events recorded will 
be shown on Time Table for 
period of recording data like 
below: 
 
 
 
 
 
 

Events recording length  
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Click “Show Event Log” shows the time of the event t ag during the 
recording. 
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2.5.7 To View the Record: 
 
Step 1:  From the record display window at the top left of th e Date Time 

Panel, select the date you want to retrieve  the record from. The  
       red/green/blue lines shown on the time table i ndicate available  
       recorded video records 

Note:  The record display window can be shown in (a) calend ar     
view or (b) list control view. To modify the setting  of the record 
display window, click on the Setting button at the r ight of the 

Playback Console. See page 32 for more details.  

       
 
 
Step 2:  Use color bars to differentiate event types 

from each other. This will help you select 
video clips. 

 

Event tags Log  
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Step 3:  Highlight the video clip you 
want to review by left-clicking 
and dragging the time period. 
You may also utilize the Start 
Time and End Time in Date 
Time Period Section. In addition, modify the scale o f the time table 
with the + and – signs on the bottom left. 

 
Step 4:  Check the Enable Preview option to get the 

preview of the video you select. 
 
Step 5:  Click and select the camera name or number 

for playback.  
 
Step 6:  Click OK to finish. 
 
22..66  SSmm aa rrtt  SSeeaa rrcc hh::  Click on the Smart Search icon to 
obtain the Intelligent Search Tool panel. You can 
setup unusual events here to detect abnormality 
occurred during the recoding period. 
 
Smart search:  Click smart search icon and get the 
Intelligent Search Tool panel. Select from the five  
different functions to find what event may have 
occurred during the recording period.  
 
There are 5 types of unusual events : General Motion,  
Foreign Object,  Missing Object,  Lose Focus, and 
Camera Masking . 
 
2.6.1 Motion Detection search 
 
General Motion:  Detect all movements in the defined area. 
 
Define Detection Zone:  Left click and drag to draw a detection zone. 
You may define more than one zone on the screen by repeating the 
process. 
 
Sensitivity:  Modify the sensitivity setting by changing the slid er control. 
Move toward right will increase the sensitivity lev el, which means a 



NetFLOW                                            IP Network-Digital Video Recorder  

2. Search and Playback  

page- 23 

relatively small movement will trigger the alarm; i n contrast, move the 
slider control toward left will reduce the sensitiv ity for movement 
detection.  
 
Set up an appropriate sensitivity level reduces the f requency of false 
alarm. For instance, you can lower the sensitivity to avoid the alarm 
being triggered by a swinging tree in the breeze.  
 
Interval:  Move the slider control to the right to increase  time interval so 
that the alarm will only be triggered when the moveme nt lasts longer. 
Move to the left to reduce  the time interval. 
 
Stop When Found:  Check the option to have the video stopped when 
detecting motion in the detection zone. Uncheck the o ption to have 
video kept rolling, and all detected events will show  on the list in search 
result box. Click on the listed event in the box to  jump to the point in the 
video where a motion is detected. 
 
2.6.2 Foreign Object (Left item alarm) 
 
Foreign Object:  Alarm is set off when any additional 
object appears in the defined area on the screen. 
 
Define detection zone:  Before detecting foreign 
object, it is required to define a detection area. I n 
order to do so, left click and drag on the screen. 
Alarm will be triggered when any additional object 
appears in the detection zone. 
 
Define object size:  Drag and draw on the screen to 
define the size of a foreign object. 
 
Sensitivity:  Modify the sensitivity setting by changing 
the slider control. Move toward right will increase t he 
sensitivity level, which means a relatively small m ovement will trigger the 
alarm; in contrast, move the slider control toward left will reduce the 
sensitivity for movement detection. 
  
Time Interval:  Click and move the slider control to the right to increase  
time interval so that the alarm will only be trigge red when the object has 
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been removed from the area for longer. Move to the left to reduce  the 
time interval.  
 
Set up an appropriate Interval value will reduce th e chance of false alarm. 
For example, you can lower the Interval to avoid the  alarm being 
triggered by an object in view for a short time. 
 
2.6.3 Missing Object  
 
Missing Object:  Alarm is set off when the selected 
object is removed from the defined area on the 
screen. 
 
Define detection zone:  Before detecting missing object, 
it is required to define a detection zone. Left clic k and 
drag to draw a detection zone. Alarm will be trigge red 
when the defined object is removed from the 
detection zone. 
(Ex: In an art gallery if a painting is removed an alarm 
will trigger general motion in the area by public w ill be 
ignored) 
 
Define object size:  This tells the System how big the defined object is. 
Drag and draw a square that is about the same size as the object that 
you want to protect on the screen. 
 
Sensitivity:  Modify the sensitivity setting by changing the sli der control. 
Move toward right will increase the sensitivity lev el and a relatively small 
movement will trigger the alarm; in contrast, move t he slider control 
toward left will reduce the sensitivity for movemen t detection. 
 
Time Interval:  Click and move the slider control to the right to increase  
time interval so that the alarm will only be trigge red when the movement 
lasts longer. Move to the left to reduce  the time interval. 
 
2.6.4 Lose Focus/ Camera Masking 
 
Lose Focus: System will inform you when the camera(s) lose its  focus. 
 
Camera Masking:  Alarms when any of the cameras is blocked. 



NetFLOW                                            IP Network-Digital Video Recorder  

2. Search and Playback  

page- 25 

22..77  VViidd eeoo   EEnnhhaa nncc eemm eenntt  
 
2.7.1 General Setting : Check the option and chose 
whether you want to apply the setting to all the 
channels or only to those currently shown on the 
screen. 
 
2.7.2 Filter Setting 
 

Visibility:  Check the option and adjust the 
gamma value of the image to enhance the 
image and make it cleaner. 

 
Sharpen:  Check the option to activate the 
function. Move the slider control to the right to 
sharpen the image, to the left to soften it. 

 
Brightness:  Check the option to activate the 
function. Move the slider control to the right to 
make the image brighter. 

 
Contrast:  Check the option to activate the function. Move the  slider 
control to the right to increase  contrast. 

 
Grey Scale:  Check the option to show the record in grey scale 
mode so the image displays in black and white. 

 
22..88  AAVVII  SSaa vviinngg   ((SSaa vviinngg   aa   vv iidd eeoo   cc lliipp ))  
 
Step 1:  Click on the display screen to choose the camera dis play that you 
want to save as a video clip.  
 
Step 2:  Set up the cue in and cue out points; the cue in an d cue out time 
will show on the information window. 

 
                      

 
Step 3:  Click Save Video icon, choose the folder where you w ant to save 
the file at, enter the file name and click SAVE. Yo u may export (i.e. save) 
the record with both audio and video or video only.  
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Step 4:  Choose the compression format and then save the vide o. 
 
22..99  SSnnaa pp   SShhoo tt  ((SSaa vvee   aa   ssttiillll  pp iicc ttuurree ))  
 
Step 1:  Click on the display screen to choose the camera dis play from 
which you want to save pictures. 
 
Step 2:  Click Save Image button when the image you want is sh own on 
the screen. You may click Pause to freeze the video,  use Step Forward/ 
Step Backward function to find the picture(s) that you want to save. 
 
Step 3:  Choose the folder and the format of image (BMP or J PEG) you 
prefer and then click save. 
 
Note:  You may skip step 3 by pre-setting a folder and fo rmat that you 
want to save the images. 
 
22..1100  PPrriinntt  ((PPrriinnttiinngg   aa   PPiicc ttuurree ))  
 
Print the current image of the video you choose. 
 

Print in original size:  
Select to have the image 
print in original size.  
 
Fit the page:  Select to 
have the image fit the 
page.  
 
Align Image:  Top, 
Center, or Bottom 
 
Print Content:  Print the 
image from currently 
selected channel or all the 
channels shown on the 
screen. 
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22..1111  BBaa cc kkuupp   
 
Different from Save Video, the 
Backup function saves everything 
from the Playback panel, including 
log information.  
 
You can start a full function 
Playback Console and load the 
backup files into it on any PC with 
Windows operating system. This 
means you may monitor the real 
time video and work on the 
backup files on separate 
computers simultaneously.  
 
Step 1:  Press the “Search” to select 
data and press “Backup”. 
 
Step 2:  Set Start Time and End Time 
for backup. 
 
Step 3:  Select the Cameras for backup. 
 
Step 4:  View the size of the backup data and calculate med ia required. 
 
Step 5:  Select the directory you want to save the backup da ta. 
 
Step 6:  Check the log you want to backup. 
 
Step 7:  Press the “Backup” to start backing up. 
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22..1122  LLoogg   VViieewweerr  
 
2.12.1 Intelligent Event:  View the unusual event history that had been 
detected by the Intelligent monitoring System.  
 
   Step1:  Choose the type 

of events you wish to 
view or select “All” from 
the drop-down menu to 
view all types of events. 
 
Step 2:  Choose the 
camera channel you wish 
to view or select “All” for 
all the channels available. 
 
Step 3:  You can either 
view the events that 
happened on a particular 
date or during a given time period. To search and v iew unusual event 
on a particular date, check the option right next to  “Date” and select a 
specific date. 

 
You may also point out two different time points an d search for unusual 
event happened during the period. Check the options i n the Date 
&Time columns and enter the date and time. 
 
Step 4:  Click Search 
 

Note:  When working with a video record,  
1. Log Viewer will search for Unusual Event in the v ideo record in Date & 
Time mode, start from the beginning to the end of t he record, which is 
the default setting of the system. 
 
2. A link ( ) will appear right next to each event time. By click ing on 
the link, the video will jump to the point where th e unusual event takes 
place. 
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2.12.2 System Log : Select Log Type  form the drop-down menu. There are 
total 22 types of log types, to view. 
 

 
 
1. DVR Main Startup 
2. DVR Main Shutdown 
3. User Login 
4. User Login Failed 
5. Start Schedule 
6. Stop Schedule 
7. Execute Recycle  
8. Execute Backup 
9. Enable Channel 
10. Disable Channel 
11. Start event guard 

12. Stop event Guard 
13. Modify Smart Guard 
14. Modify Schedule 
15. Modify Configuration 
16. Start Live Streaming Server 
17. Stop Live Streaming Server 
18. Modify Live Streaming Server 
19. Start Remote Playback Server 
20. Stop Remote Playback Server 
21. Modify Remote Playback Server 
22. IP Camera Connection Lost 

 
Step1:  Choose the type of event you wish the check or sele ct “All” from 
the drop-down menu and view all types of events. 
 
Step 2:  You can either view the events that happened on a particular 
date or during a given time period. To search and v iew unusual event 
on a particular date, check the option right next to  “Date” and select a 
specific date. Two different time points available for unusual event 
search happened during the period. Check the option s in the Date 
&Time columns and enter the date and time. 
 
Step 3:  Click Search. 
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2.12.3 Counting Application 
Counting Application result can be viewed in this log  for the chosen time 
period. 

 
 

2.12.4 Counting Application (Graph) 
The Counting Application result data will show in a  graph format. 
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2.12.5 Export 
Log files can be exported as .xls or .txt file forma t. 

 
 
Step1:  Press the button “Export to”. 
Step2:  Type the file name and choose the file format (.xl s or .txt). 

 

 

.xls .txt  
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2.13 Setting (Setup for search records)  
 
2.13.1 Display choice 
 
Calendar View : Make the record display 
windows as calendar view. 

 
List Control:  Make the record display 
windows as list control. 
 

   
 
2.13.2 Play 

Play when open:  Check the option and set the system to start 
 playing the video clip every time a recording is se lected. 
 

Auto skip when record motion only mode:  Check the option to set 
up the system to automatically play only the motion  detection 
recordings.  

 
Next interval:  Set the interval with which the video goes forward 
when you click on the Next icon on the control panel.  

 
Previous interval:  Set the interval with which the video goes 
backward when you click on the Previous icon on the  control 
panel. 

 
2.13.3 Capture Image : Setup how you want to save image. 
 

Save to clipboard: The image will be saved in the clipboard and 
can be pasted on other application software. 
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Manually save the image file:  Manually select location to save the 
image, name the saved file, and choose the format yo u want to 
save the image. 

 
Automatically save the image file:  By pre-setting a Path/URL and 
the image format, the system will automatically save  the image 
accordingly when you click the Save button in the c ontrol panel. 

 
22..1144  RReemm oottee   SSeerrvveerr  ((PPllaa yy   bb aa cc kk   vv iidd eeoo   ffrroomm   oo tthheerr  DDVVRR))  
 
2.14.1 Add Remote Playback Site 
 
Pressing the “Remote Sever” 
can go to remote playback 
site management to add and 
setup the remote playback 
site. 
 
Step 1:  Enter the IP address or 

DNS, Port, Username, 
and Password. 

 
Step 2:  Click “Add” to add the 

server. 
 
Step 3:  Click OK to exit the Setting panel. 
 
2.14.2 Access Remote Playback Site 
 
Go to Date Time Panel and click on the 

 icon on the top of the display 
window to access the Remote Playback 
Site  
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3. Schedule 
 

 
Click on the Schedule icon on the DVR Main and set u p the 
time duration for video recording on the schedule 
configuration panel. 

 
33..11  DDaa yy   MMoodd ee   
Schedule the cameras to turn the recorder on and of f at the same time 
every day according to your setting. 
 
To setup the time schedule for each camera, you may 
1. Load  the preset modes or  
2. Insert a new schedule manually 
 
33..22  LLooaa dd   PPrreessee tt  MMoodd eess  ((EEaa ssyy   PPrree   dd ee ffiinneedd   mm oodd eess))  
Click on the Load  icon for the drop-down menu and select. 
 

Regular Mode:  Video recording 24 hours a day with the setting of 30 FPS 
(frames per second), Normal video quality and Norma l resolution.  
 
Office Mode:  Video recording from 8 am to 8 pm (08:00 – 20:00, s hown 
on the red bar in the Schedule Configuration panel) w ith 30 FPS, Normal 
video quality, and Normal resolution. 
 
Shop Mode:  Video recording from 10 am to 10 pm (10:00 – 22:00 ) with 
30 FPS, Normal video quality, and Normal resolution.  
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High Security Mode:  Video recording 24 hours a day with the setting of 
30 FPS, the highest video quality, and High resoluti on. 
 
Disk Saving Mode( 24hr Motion):  The system will start recording only 
when a motion is detected on the screen, 24 hours a d ay (shown on the 
green bar in the Schedule Configuration panel), with  the setting of 30 
FPS, Normal quality, and Normal resolution. You can  adjust the sensitivity, 
interval, and area of motion detection in the Sched ule Configuration. 
 
Minor Mode:  The system will start recording only when a motion  is 
detected on the screen, 24 hours a day (shown on the green bar in the 
Schedule Configuration panel), with the setting of 15 FPS, Low quality, 
and Low resolution. You can adjust the sensitivity, interval and area of 
motion detection in the Schedule Configuration. 
 

33..33  MMaa nnuuaa ll  SScc hheedd uullee   SSee ttuupp ..  
  

     
 

Step 1:  Left-click and draw the bar you want to the time ta ble. The 
scheduled time will show as a grey bar. 

 
Step 2:  Click the Insert icon and add a new schedule in the Regular 
Mode, i.e. to record video during the time period y ou set with 30 FPS, 
Normal video quality, and Normal resolution. 
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Step 3:  Change the setting if wished by clicking on the Configure  icon 
(See page 34) or double click the schedule information .  
 
Step 4:  Click OK. 

 
33..44  CCoopp yy   aa nndd   pp aa ssttee   sscc hheedd uullee   
 
Schedule can be setup for each channel/camera by re peating the 
process above, or simply apply the setting of a sing le camera to all the 
others. 
 
 
 
 
 
 
 
 
 
 
 
 
 
33..55  WWeeeekk   MMoodd ee   
Schedule the cameras for each day of the week diffe rently. In addition, 
you may assign extra holidays under the Week Mode. 
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3.5.1 Default : Follow the same process to setup the schedule for every 
day in a week. 
 
3.5.2 Holiday : You may assign holidays where the system will work 
according to the setting of Sunday. 
3.5.3 Custom : You can assign a particular date(s) on which the s ystem 
will work according to a special schedule(s) differ ent from the others. 

 
33..66  EEdd iitt  tthhee   SScc hheedd uulleedd   SSee ttttiinngg:  You can manually change the setting at 
any time after you insert or load a period of sched ule. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
Option 1:  Move the cursor to the Time Bar and change the length or 
move the bar sideway to change the start and end poin ts. 
 
Option 2:  Click on the Configure icon or double click on sche dule 
information on the screen (highlighted in blue) to o btain the Encoding 
Option panel (see page 38) and change the setting a s wished. 
 

Configure:  Click on the configure icon to obtain the Encoding Option 
panel.
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3.7 Encoding Option Panel  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Each segment of schedule can be set for different e ncoding options 
Click on Select Event to get the encoding option pan el. The option panel 
will be different for Hardware capture DVR, and Hyb rid and Mega+ DVR  
 
For Analog camera using a capture  card   
 
Original Video  
    In this window, the video is 
digital signal converted from 
analog camera without encoding 
 
Encoded Video  
    In this window, the video is 
digital signal decoded from the 
encoded video from analog 
camera.  
 
Side by side DISPLAY 
    Side by side display will show 
the exact Frame Rate, Quality, 
and resolution set on the DVR 
configuration this is the preview of the video 
when searching. Edit the settings to obtain the best  picture quality before 
recording.  
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3.7.1 Always Record : Select this option to record the video at all time . 
 
3.7.2 Record on Event : Select this option to obtain the Select Event pane l. 
From the Smart Guard list, check the box of the cam era(s) that you want 
to trigger the recording action. Click OK to comple te the setting. 
 
3.7.3 Record on Motion : Select this option to start recording when there 
are motions detected. To detect Motion, you have to define a detection 
zone. Left-click and drag the mouse to draw a detec tion zone. You may 
define more than one zone on the screen by repeating the same process. 
User can also click on “All” button to select the en tire detection zone. You 
may adjust the sensitivity and the frame interval. 
 
3.7.4 Pre-record/ Post-record Time : The pre-record/ post-record function 
saves the recording data accordingly. For instance, to set up a 5 second 
pre-record time means the system will start saving t he recording data 5 
seconds before the event happens from the buffer. 
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4. Event 

 
 

Click on the Event button on the DVR Main GUI to start the Event and 
Action Configuration panel. You need to specify an e vent to be detected 
as well as to set up an action with which the syste m will take when the 
specified event is detected. 
 
Status BAR: Indicates the working 
status of the system, in blue color 
rolling when system is recording; in 
red when an event is detected. 
When the Status line is red, you 
can click it to cancel the event(s). 
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4.1 Event:  There are three 
sources of events: Camera 
(video image), Digital Input 
(device connected to you PC) 
and System (condition of your 
hardware). You can assign 
multiple events by following the 
instructions below. 
  
 
 
 
 
 
 
4.1.1 Assign a Camera Event 
 
Step 1:  Select a channel from the camera list and click the insert event 

icon. . 
  
 
 
 
 
 
 
 
 
 
 

Step 2:  There are six types of events: Signal Lost, General  Motion, Foreign 
Object, Missing Object, Lose Focus, and Camera Occl usion. Select the 
event you want on the Event Type list, and then cli ck OK. 
 
Step 3:  Configure the setting of the Event Type. See the fol lowing instruc-
tions.  
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4.1.2 Event - Signal Lost 
 

Enable Event : Check the box to    
enable the event notification. 

 
Automatically cancel event when event 
disappears:  the alarm/action will be off 
once the abnormality is fixed or ends. 
 
Manually cancel event or event 
continues triggered:  The alarm/action will 
continue until being canceled from the 
DVR Main (Start>Open Event 
Report>Cancel All Events). The user 
currently not at the seat watching the 
screen will be notified by the alarm.  

 
Activated Period:  You can set up the system to react during a certai n 
time period; for example, office hours 

 
4.1.3 Event - General Motion Detection 
 
Detect any movement in the defined 
detection zone. 

Enable Event : Check the box to enable the 
event notification. 

 
Automatically cancel event when event 
disappears:  the alarm/action will be off 
once the abnormality is fixed or ends. 
 
Manually cancel event or event continues 
triggered:  The alarm/action will continue 
until being canceled from the DVR Main 
(Start>Open Event Report>Cancel All Events). The use r currently not at 
the seat watching the screen will be notified by the  alarm.  

 
Activated Period:  You can set up the system to react during a certain  
time period; for example, office hours. 
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Event - General Motion  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Advanced setting  
 
Sensitivity:  Click and move the slider control to the right to increase  
sensitivity so that a relatively small movement wil l trigger the alarm. Move 
the bar to the left to reduce  the sensitivity of movement detection. Set up 
an appropriate Sensitivity value will reduce the ch ance of false alarm. For 
example, you can lower the Sensitivity to avoid the a larm being triggered 
by a swinging tree in the breeze. 
 
Interval:  Click and move the slider control to the right to increase  interval 
time so that the alarm will only be triggered when t he movement lasts 
longer. Move to the left to reduce  the interval time. 
 
Region Definition:  To detect General Motion, you have to define a de-
tection zone. Left-click and drag the mouse to draw  a detection zone. 
You may define more than one zone on the screen by repeating the 
same process. User can also click on “All” button t o select the entire 
detection zone. 
 
Start Simulation:  Click the Start Simulation button and test the func tion on 
the preview screen. 
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4.1.4 Event - Foreign Object 
 
Alarm will be set off when an object appears in the de fined area on the 
screen. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Enable Event:  Check the box to enable the event notification. 
 

Automatically cancel event when event disappears : the alarm/action 
will be off once the abnormality is fixed or ends. 
 
Manually cancel event or event continues triggered:  The alarm/action 
will continue until being canceled from the DVR mai n (Start>Open 
Event Report>Cancel All Events). The user currently not at the seat 
watching the screen will be notified by the alarm.  

 
Activated Period:  You can set up the system to react during a certain  
time period; for example, office hours 
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Event - Foreign Object  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Sensitivity:  Click and move the slider control to the right to increase  
sensitivity so that a relatively small movement wil l trigger the alarm. Move 
the bar to the left to reduce  the sensitivity of movement detection. Set up 
an appropriate Sensitivity value will reduce the ch ance of false alarm. For 
example, you can lower the Sensitivity to avoid the a larm being triggered 
by a swinging tree in the breeze. 
 
Interval:  Click and move the slider control to the right to increase  interval 
time so that the alarm will only be triggered when t he movement lasts 
longer. Move to the left to reduce  the interval time. 
 
Region Definition:  To detect Foreign Objects, you have to define a 
detection zone and define the size of the object you want to detect. 
Left-click and drag the mouse to draw the detection zone (Region 1).  
 
After defining the detection zone, select Define object size,  and then 
left-click and drag the mouse to indicate the size o f the object you want 
to detect. 
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Event - Foreign Object (Added new object to the camera  view) 
 
Note:  For instance, if you want to prevent somebody from  leaving a 
briefcase in a hallway, you may put a briefcase in th e hallway where the 
camera is aiming. On the screen of the camera, draw a n area that fits the 
size of the briefcase and define it as the object si ze, and then remove the 
briefcase before activating the Smart Guard function  on the Main 
Console. The system will consider everything in the  screen normal when 
you click Start to activate the monitor function.  
  
Start Simulation:  Click the Start Simulation button and test the func tion on 
the preview screen. 
 
4.1.5 Event - Missing Object 
Alarm will be set off when an object disappears in th e defined area 
on the screen. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Enable Event : Check the box to enable the event notification. 
 

Automatically cancel event when event disappears:  the alarm/action 
will be off once the abnormality is fixed or ends. 
Manually cancel event or event continues triggered : The alarm/action 
will continue until being canceled from the DVR Mai n (Start>Open 
Event Report>Cancel All Events). The user currently not at the seat 
watching the screen will be notified by the alarm.  
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Activated Period:  You can set up the system to react during a certai n 
time period; for example, office hours. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Sensitivity:  Click and move the slider control to the right to increase  
sensitivity so that a relatively small movement wil l trigger the alarm. Move 
the bar to the left to reduce  the sensitivity of movement detection. Set up 
an appropriate Sensitivity value will reduce the ch ance of false alarm. For 
example, you can lower the Sensitivity to avoid the a larm being triggered 
by a swinging tree in the breeze. 
 
Interval:  Click and move the slider control to the right to increase  interval 
time so that the alarm will only be triggered when t he movement lasts 
longer. Move to the left to reduce  the interval time. 
 
Region Definition:  To detect Foreign Objects, you have to define a 
detection zone and define the size of the object you want to detect. 
Left-click and drag the mouse to draw the detection zone (Region 1).  
 
After defining the detection zone, select Define object size  and then 
left-click and drag the mouse to indicate the size o f the object you want 
to detect. 
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Event - Missing Object 
 
Note:  For instance, if you want to prevent somebody from  removing the 
computer monitor on the desk, draw an area that fits  the size of the 
monitor on the screen.  
 

 
 
Start Simulation:  Click the Start Simulation button and test the func tion on 
the preview screen. 
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4.1.6 Event - Lose Focus 
 
This function alarms you when any of the cameras is losing focus and has 
blur image. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Enable Event : Check the box to enable the event notification. 
 

Automatically cancel event when event disappears:  the alarm/action 
will be off once the abnormality is fixed or ends. 
 
Manually cancel event or event continues triggered:  The alarm/action 
will continue until being canceled from the DVR Mai n (Start>Open 
Event Report>Cancel All Events). The user currently not at the seat 
watching the screen will be notified by the alarm.  

 
Activated Period : You can set up the system to react during a certain  
time period; for example, office hours 
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Event - Lose Focus 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Advanced setting  
 
Sensitivity:  Click and move the slider control to the right to increase  
sensitivity so that a relatively small movement wil l trigger the alarm. Move 
the bar to the left to reduce  the sensitivity of movement detection. Set up 
an appropriate Sensitivity value will reduce the ch ance of false alarm. For 
example, you can lower the Sensitivity to avoid the a larm being triggered 
by a swinging tree in the breeze. 
 
Interval:  Click and move the slider control to the right to increase  interval 
time so that the alarm will only be triggered when t he movement lasts 
longer. Move to the left to reduce  the interval time. 
 
Ignore Lighting:  Check the box to avoid alarm being set off by light  
changing. 
 
Start Simulation:  Click the Start Simulation button and test the func tion on 
the preview screen. 
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4.1.7 Event - Camera Masking 
 
This function alarms you when any of the cameras is blocked. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  Enable Event:  Check the box to activate. 
 

Automatically cancel event when event disappears:  the alarm/action 
will be off once the abnormality is fixed or ends. 
 
Manually cancel event or event continues triggered : The alarm/action 
will continue until being canceled from the DVR Mai n (Start>Open 
Event Report>Cancel All Events). The user currently not at the seat 
watching the screen will be notified by the alarm.  

 
  Activated Period:  You can set up the system to react during a certai n   

time period; for example, office hours 
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Event - Camera Masking  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Advanced setting  
 
Sensitivity:  Click and move the slider control to the right to increase  
sensitivity so that a relatively small movement wil l trigger the alarm. Move 
the bar to the left to reduce  the sensitivity of movement detection. Set up 
an appropriate Sensitivity value will reduce the ch ance of false alarm. For 
example, you can lower the Sensitivity to avoid the a larm being triggered 
by a swinging tree in the breeze. 
 
Interval:  Click and move the slider control to the right to increase  interval 
time so that the alarm will only be triggered when t he movement lasts 
longer. Move to the left to reduce  the interval time. 
 
Ignore Lighting:  Check the box to avoid alarm being set off by light  
changing. 
 
Start Simulation:  Click the Start Simulation button and test the func tion on 
the preview screen. 
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4.1.8 Event - Digital sensor input Event 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 1: Click and highlight Digital Input  on the event type list, and click the 
Insert Event icon. 
 
Step 2: Select the device that is connected to your system,  that is, the 
DVR you are working with. 
 
Enable Event : Check the box to enable the 
event notification. 
 
Automatically cancel event when event 
disappears:  the alarm/action will be off once 
the abnormality is fixed or ends. 
 
Manually cancel event or event continues 
triggered:  The alarm/action will continue until 
being canceled from the DVR Main 
(Start>Open Event Report>Cancel All Events). 
The user currently not at the seat watching 
the screen will be notified by the alarm.  
 
Activated Period:  You can set up the system to react during a certain  time 
period; for example, office hours 
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4.1.9 Event - System 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 1: Click and highlight Digital Input  on the event type list, and click the 
Insert Event icon. 
 
Step 2: There are two events. Select the event you want to d etect. 
 
Warning for DISK FULL 
 
This function alarms you when disk space is exhausted . 
 
Enable Event:  Check the box to activate. 
 
Automatically cancel event when event disappears:  the alarm/action will 
be off once the abnormality is fixed or ends. 
 
Manually cancel event or event continues triggered:  The alarm/action 
will continue until being canceled from the DVR Mai n (Start>Open 
Event Report>Cancel All Events). The user currently not at the seat 
watching the screen will be notified by the alarm.  
 
Activated Period : You can set up the system to react during a certain  time 
period; for example, office hours 
 
DVR Health check (Abnormality on the DVR hardware) 
This function alarms you when high CPU temperature o r low fan speed. 
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Advanced setting  
 
Current Status:  Show you the 
current CPU temperature and fan 
speed. 
 
Option:  Check the temperature 
format Celsius or Fahrenheit and 
adjust the high temperature alarm 
at what temperature degrees and 
low fan speed alarm at what RPM. 
 
Enable Event:  Check the box to 
activate. 
Automatically cancel event when 
event disappears:  the alarm/action 
will be off once the abnormality is 
fixed or ends. 

 
Manually cancel event or event continues triggered:  The alarm/action 
will continue until being canceled from the DVR Mai n (Start>Open 
Event Report>Cancel All Events). The user currently not monitoring will 
be notified by the alarm.  
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44..22  AAcc ttiioonn  
 
Insert Action:  To setup actions responding to an unusual event. 
 
Step 1:  Choose an 
event and click the 
“Insert Action” icon. 
 
Step 2:  There are 6 
types of actions: On 
Screen Display, Play 
Sound, Send E-mail, 
Send SMS Message, 
PTZ Preset Go and 
Signal Digital Output. 
Select the action you 
want on Action Type 
list and then click OK. 
 
Step 3:  Configure the setting of the Action Type if needed.  
 
4.2.1 Action - Action Type 
 
On Screen display:  A red warning will be flashing on the screen of Main  
Console, indicating which type of unusual event is detected. 
 
Play Sound:  Sound alarm warning. Choose a Wave file (.wav) and  the 
system will play the sound as alarm when an unusual event is detected. 
 
Send E-mail:  The system will send an E-mail immediately to given  accounts 
indicating the type of event, the time, and attachi ng a picture taken 
while the event is detected. To give the system the E-mail accounts, go to 
Config > Setup > Hotline. See Configuration at page  67 for detail. 
 
Phone Call:  The system will call a given phone number when an unu sual 
event is detected. To setup the phone number and mak e an audio 
record for the phone call, go to Config > Setup > H otline. See 
Configuration at page 67 for detail. 
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PTZ Preset Go: The PTZ (pan/tilt/zoom) camera will go to a preset spot 
when an unusual event is detected. Select the PTZ came ra on the pop-up 
panel, and then, at Alarm On section, select the Pre set number with 
which you want the PTZ camera to go when an event i s detected; and 
assign a Preset configuration for Alarm Off. 
 
Note:  You need to configure 
your PTZ camera before using this 
function. See Config at page 66 
for PTZ camera configuration. 
 
Alarm relay output:  Triggers 
traditional alarming devices that 
connect to the system, such as 
alarm lights and sirens. 
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5. Setup 
 

         
Modify the setting and access counting application, log viewer, 
backup, and network services. Click on the Config i con, select 
from the drop-down menu and open the Configuration p anel. 

 
* Video Source function available only with MPEG-4 software 
compression captures devices. 
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55..11  SSee ttttiinngg   ––  GGeenneerraa ll  
                                         
5.1.1 Startup 
Check the box and activate the 
functions as the system starts. You may 
start/stop the function in Monitor panel 
on the Main Console. 
 
Panel Resolution:  Set up the resolution 
of the control panel. You may select 
Auto Fit to have the system choose the 
best one for you. 
 

DDNS Service: Dynamic Domain Name Server (DDNS) function allows y ou 
to use Live View or Web View to connect to the DVR M ain through 
Internet event if you have a dynamic IP address  
 
Click on the DDNS button to obtain the Dynamic DNS Setup panel. Set up 
the DDNS function by selecting the provider type, f illing in user name, 
password and hostname, and adjusting the update peri od. 
 
5.1.2 Automatically Popup Event Report : Event report dialog 
automatically popup when events been detected. Make sure to stop 
Smart Guard System before you modify the setting, o therwise the 
modification will not take place.
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5.1.3 Storage 
 
Location:  Assign the default folder for 
the system to store all data files. 
 
Automatic Recycle:  The system will 
automatically delete out-dated data 
to save storage space. 
 
Keep Video:  Delete the video records 
that are older than the number of 
days set. 
 
Keep Event Log:  Delete the event log 
data that is older than the number of 
days set. 

 
Keep System Log:  Delete the system 
log data that is older than the number of days set. 

 
Keep Counting Log:  Delete the counting application data that is older 
than the number of days set. 
 
5.1.4 Audio Preview 
 
Default Channel:  Select the audio 
channel that you wish to hear from in 
“Default Channel.               
 
Preview Active Channel:  Check the 
“Preview Active Channel” option to 
hear the audio from selected video channel on Main Console. The 
default channel plays if the video channel isn’t selec ted.  
System plays the audio of default channel 
  
Volume:  Adjust the volume with the “volume bar.” 
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5.1.5 Status Display 
Check the boxes of the information that you wish to see in the information 
display window in the Main Console. 
 
        
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.1.6 Auto Reboot 
Check the option of “Enable Auto Reboot” that 
you can reboot the system on the time you select. 
 
Step 1:  Check the option of “Enable Auto Reboot.” 
Step 2:  Select the time you want to reboot.   
 
 
 
 
 
 
 
 
 
 
 
 
 



NetFLOW                                            IP Network-Digital Video Recorder  

5. Setup 

page- 62 

Note: Make sure the startup actions are enabled 
before setting up the auto reboot function. Or the 
DVR may not work on restart 
 

1. Main Console 
2. Schedule Recording 
3. Auto Login 

 
 
55..22  SSee ttttiinngg   --   CCaa mm eerraa   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.2.1 Add Camera 
Four function buttons will be included in the 
Setting/Camera panel if you have our 
Hybrid Surveillance System license for IP 
camera.  
 
Search: Click on the Search icon to obtain 
the Search IP Camera panel. The system 
will start scanning automatically once the 
panel is opened; feel free to stop scanning 
by clicking on the Stop Scan button.  
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Fill in the user name and password for each IP came ra found and click OK 
to add it to the camera list.  
 
Insert: Click on the Insert icon to obtain the IP/Video Serv er Setting panel 
and add IP cameras to the list. See page 10  for details. 
 
Delete: Click on the delete button to remove the selected IP camera(s) 
from the system. Click OK to finalize the modificat ion. 
 
Config: Click on the Config button to obtain the IP/Video Se rver Setting 
panel. You can modify the IP camera settings with t he Setting panel. See 
page 64 for detail. 
 
 
Camera List 
 
 
Camera Name 
 
 
 
 
Go to Web Interface  
 
Camera Settings 
 
Video Parameter 

 
 
5.2.2 Camera Parameter 
Camera List:  The camera(s) connected to the 
system will show on the panel, click the name of 
the camera to adjust the setting. 
 
Camera Name:  Name the camera for your 
convenience. 
 
Go to Web Interface:  Go to Website interface to 
configure the camera setting (option). 

 

OSD Setting 
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Camera Settings:   
Set the camera parameter offered by camera 
vendor. 
 
Video Parameter:  Adjusts the video’s brightness, 
contrast, saturation, and color hue values. 
 
5.2.3 OSD Setting : Select the information that 
you wish to see in the on-screen display, or the 
sub-screen of the camera. 
 
5.2.4 IP Camera / Video Server Setting panel 
 
Network 
 
 
 
 
Device 
 
 
 
 
 
Description 
 
 
 
 
 
 
Network:  Fill up the Network field (including Name, IP Addr ess, Http Port, 
User Name, Password and Protocol) referring to the instruction provided 
by the camera manufacturer. Check “Use DNS” to use d omain name 
instead of IP address. 
 
Device: Choose the IP camera manufacturer from the drop-dow n menu. 
Click on “Auto Detect” and the model name will show  in the box. 
 
Description: Show information of the IP camera. 
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55..33  SSee ttttiinngg   --   II// OO  DDeevviicc ee   
 
 
 
 
 
Module Setting 
 
 
List of devices  
 
 
Input Monitor  
 
Output Monitor 
 
Module Setting: Name the module device and ID that has been 
connecting the digital input/output device(s) to you r system.  
 
Device: This column displays the device(s) already installed  to the system. 
 
ID: Select the  number of the I/O port to which you plug the ribbon  cable. 
 
Input Monitor: The device(s) is turned on if the dot is in red. By  triggering 
the digital input device, the related icon will lig ht up. This is used to check 
if the device is correctly connected or not. 
 
Output Monitor: The device(s) is turned on if the dot is in red. By clicking on 
the icon, you may trigger the digital device connec ting to the system. This 
can be used to test if the output device is correct ly connected. 
 
Device Setting  

Name:  Insert the name of the device (input and output). 
Type: Select the device type from the drop-down menu.  
N/O:  Normal Open.  
N/C:  Normal Close.  

Device Setting  
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5.4 Setting - PTZ Config 
 
 
  Basic Setting 
 
 

 
  Advanced Setting  
 
 
 
 

Miscellaneous  
 
 
 
 
 
 
Install PTZ cameras following the instruction of th e camera manufacturers. 
A PTZ camera is usually connected to the PC with RS -485/RS-422. 
 
Check the box on the camera list to activate the PTZ  control function of a 
PTZ camera. 
 
Basic Setting: Select the camera model, com port, baud rate, and 
address according to your PTZ camera.  
 
Advanced Setting: You may setup the pan speed, tilt speed, zoom speed 
and auto pan speed. Adjust the settings by dragging  the bars. 
 
Miscellaneous:  

 
Tour Group: You can setup the Tour Group, please see page 16 fo r the 

detail. 
User-Define Preset: User-Define Preset for analog speed dome can 

trigger the extra-function of speed dome itself such as auto-tracking, login 

menu of camera � etc. 
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Step 1:  Type the Preset Name. 
Step 2:  Type the Preset Number. 
Step 3:  Press the “Add” to add the preset. 
Step 4: Press the “Go” to select the preset    
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
55..55  SSee ttttiinngg   ––  HHoottlliinnee   
 

 
 

Configure the settings of hotlines, including E-mail  and telephone calls, 
once an unusual event is detected.  
 

Step 1  

Step 2  

Step 3 

Step 4 
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E-mail:  Input the following information: server, sender’s E -mail address, 
E-mail’s subject title, and body content. You may c lick on the Send Test 
Mail button to test the settings. 
 
Telephone:  Select the modem that the system is going to dial the info call 
with, and then insert the phone number. (A modem is  required for voice 
transition.) 
 
Note:   
1. You must use a modem with voice capability.  
2. You may select a Wave format file; it will be pl ayed in the phone to 
alarm the person who picks up the phone call. 
 
* indicates mandatory areas 
 
55..66  SSee ttttiinngg   --   UUsseerr  AAcc cc oouunntt  
 

 
 

User Account:  The administrator may manage the user accounts her e. 
From the list on the right, highlight each account a nd modify the privilege 
setting. 
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55..77  SSee ttttiinngg   --   AAdd dd rreessss  BBooookk   
 

 
 

Address Book:  Manage the address book from which you may send ou t a 
phone call or an E-mail when an unusual event is de tected. 
 
55..88  SSee ttttiinngg   ––  MMoonniittoo rr  DDiisspp llaa yy   
 
 

 
 
 

Auto Scan  
 

Layout  
 
 
 

 
Playback Option:  Execute Playback on the secondary monitor by checking the 
box. Make sure to adjust the display setting of your computer in advance to avoid 
system error. 
 
Cameras List: The left side displays a list of all cameras; modif y the 
cameras shown on primary/ secondary monitor in the right window.  

Playback Option  Cameras List  



NetFLOW                                            IP Network-Digital Video Recorder  

5. Setup 

page- 70 

Auto Scan: Activate auto scan to rotate the channels/ cameras on the 
display screen.  
 
For instance, you may select to show only 4 sub-scree ns on the DVR Main 
while having 16 channels connected to the system. Wi th auto scan 
function, you will be able to see all 16 channels by  turns. You can set up 
a primary channel that will always be on the screen and a secondary 
channel that has secondary priority.  
 
Layout: Choose the number of divisions for NxN division on the DVR Main 
screen. 
 
Note: For H.264 Hardware compression system, only network cameras (IP 
Channels) can be shown on the secondary monitor. 
 
55..99  SSee ttttiinngg   ––  JJooyyssttiicc kk   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Function:  You can choose the function from the drop-down men u for the 
button of joystick. 
 
 

Parameter  

Function  

Default  
Export  
Import  
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Following is a complete list of all log types: 
 
1. N/A 
2. Goto Preset Point 
3. Goto Camera 
4. Goto Previous Camera 
5. Goto Next Camera 
6. Switch Screen Layout 
7. Toggle Single Camera View 
8. Toggle Full Screen 

9. Start/Stop Auto Scan 
10. PTZ Speed Up 
11. PTZ Speed Down 
12. Zoom Wide 
13. Zoom Tele 
14. Start/Stop Tour 
15. Switch Active Monitor 
 

 
Parameter:  You can choose the parameter of the function from the 
drop-down menu. 
 
Default:  You can set the default 
setting for the joystick. 
 
Export:  You can export the setting 
of the joystick. 
 
Import:  You can import the setting 
of the joystick. 
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55..1100  SSaa vvee //   LLooaa dd   CCoonnffiigg uurraa ttiioonn  
 
The Save/ Load Configuration function allows system  users to save any 
specific setting as a .cfg (config) file. You may s ave up several 
different .cfg files at any time. 
 
Save Configuration: To save a specific setting, go to Config > Save/ Loa d 
Configuration > Save. In the popup window, type in t he file name and 
then save it as a .cfg file. 
 
Load Configuration: To load a specific setting, go to Config > Save/ Lo ad 
Configuration > Load. In the popup window, go to th e directory that you 
saved the .cfg files at, select any one of them and then click OK to load 
the file. DVR Main will be automatically shutdown af ter loading a new 
configuration. Please re-start DVR Main manually. 
 
Note:  Main Console will be automatically shutdown after loading a new 
configuration. Please re-start Main Console manuall y. 
 
55..1111  CCoouunnttiinngg   AApp pp lliicc aa ttiioonn  
 
 
 
Step 1 
 
 
Step 2 
 
 
 
Step 3 
 
 
 
Start Simulation  
 

Options ���� � � � �� � � �� � � �� � � �  Runtime  
 
Step 1: Check the box of the camera to apply the Counting Application 
to it. 
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Step 4 

Step 2: In Operation section, check the option “Define det ection zones” 
and drag the cursor to draw Region 1 and Region 2 o n the Video Preview. 
 
Step 3: In Operation section, check the option “Define obj ect size” and 
drag the cursor to define the object size on the Vi deo Preview. Objects 
that are about the size be counted while going acro ss these two regions. 
 
Options:  1Way Counting will take objects going from Region 1  to Region 2 
as one count. In 2Way Counting mode, it counts eith er going from Region 
1 to Region 2 or from Region 2 to Region 1. 
 
Runtime: Check the boxes to show the counting result on the s creen and/ 
or show object bounding box, which draws the shape of the object that 
the system detects in red squares. You can choose from  the drop-down 
menu of how long you want to reset the counting num ber. 
 
Start Simulation:  Click to test the setting. 
 
55..1122  LLoogg   VViieewweerr  
 
5.12.1 Log Viewer – Unusual Event 
 
 
 

Step1 
 
 
 

Step 2 
 
 
 

Step 3 
 
 
Unusual Event:  View the history of unusual event that had been de tected 
by the Smart Guard System.  

 
Step1:  Choose the type of event you want to check or selec t “All” from 
the drop-down menu for all types of events. 
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Step 2:  Select the camera you want to check the event(s) fro m or select 
“All” for all available channels. 

 
Step 3:  You may view events happened on a particular date o r during a 
given time period. To search and view unusual event h appened on a 
particular date, mark the box right next to “Date” and indicate the date. 

  
You may also point out two different time points an d search for unusual 
events happened during the period. Mark the box in t he Date&Time 
column and then enter the date and time. 

 
Step 4:  Click Search 

 
5.12.2 Log Viewer – System Log 
 
   Step 1 
 
 
   Step 2 
 
 
 
 
 
 
 

     Step 3 
System Log:  You can choose the log type from the drop-down men u, 
following is a complete list of all log types: 
16. DVR MainStartup 
17. DVR MainShutdown 
18. User Login 
19. User Login Failed 
20. Start Schedule 
21. Stop Schedule 
22. Execute Recycle  
23. Execute Backup 
24. Enable Channel 
25. Disable Channel 
26. Start Smart Guard 

27. Stop Smart Guard 
28. Modify Smart Guard 
29. Modify Schedule 
30. Modify Configuration 
31. Start Live Streaming Server 
32. Stop Live Streaming Server 
33. Modify Live Streaming Server 
34. Start Remote Playback Server 
35. Stop Remote Playback Server 
36. Modify Remote Playback Server 
37. IP Camera Connection Lost 
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Step1:  Choose the type of event you want to check or selec t “All” from 
the drop-down menu for all types of events. 

 
Step 2:  You may view events happened on a particular date o r during a 
given time period. To search and view unusual event h appened on a 
particular date, mark the box right next to “Date” and indicate the date. 
You may also point out two different time points an d search for unusual 
events happened during the period. Mark the box in t he Date & Time 
column and then enter the date and time. 

 
Step 3:  Click Search. 
 
5.12.3 Log Viewer - Counting Application 
 
Counting Application:  
Display the history of Counting Application during a given time period. 
 

 
 

Step1:  Select the channel you want to check or select “Al l” from the 
drop-down menu for all channels. 

 
Step 2:  You may view events happened on a particular date o r during a 
given time period. To search and view unusual event h appened on a 
particular date, mark the box right next to “Date” and indicate the date. 
You may also point out two different time points an d search for unusual 
events happened during the period. Mark the box in t he Date & Time 
column and then enter the date and time. 

 
Step 3:  Click Search. 
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5.12.4 Log Viewer - Counting Application (Graph) 
 
Counting Application (Graph):  
Display the Counting Application data in diagram fo rmat. 
 
 

 
 
 
Step1:  Select the channel you want to check or select “Al l” from the 
drop-down menu for all channels. 

 
Step 2:  From the drop-down menu, set up how you would like  the 
diagram to be displayed. You have the options of one  day, one month, or 
one year. 

 
Step 3:  Select a specific date to make it the start point o f the diagram. 
 
Step 4:  Click Search. 
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5.12.5 Log Viewer - Export 
After search the log you want, you can export to .x ls or .txt file. 
 

 
 
Step1:  Press the button “Export to”. 
Step2:  Type the file name and choose the file format (.xl s or .txt). 

 

 

Step 1 

.xls .txt  
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5.13 Backup  
 
5.13.1 Backup 
The backup function saves video record and other log  information. User 
may open backup files on any PC with Windows Operat ion System and 
operate the full function Playback panel on it. Fol low the instructions 
below to obtain backup files. 
 
Step 1:  Click on “New Period” to obtain the Select DateTim e Period panel. 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 2:  From the record date section, select the date you want to backup 
from. You will see color lines appear in the time ta ble implying available 
data recorded. Red, green, and blue stands for reco rd always, record on 
motion, and record on event data files, respectively.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Step 2 

Step 1 
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Step 3:  Select the data you want to backup by highlighting  the time 
period. Besides the time-table, you may also set up  start time and end 
time in the Date Time Period section. 
 
Step 4:  Click on the camera number icon to add camera(s) or  click Select 
All to add all the cameras. 
 
Step 5:  Check the box of Enable Preview to get the preview  of the video 
you select. 
 
Step 6:  Click OK when the settings are complete and go back to the 
Backup panel. 
 
 
 
 
 
 
 
 

 
Step 4 

 
 
 
 
 

Step 6 
 
 
 
 

Step 3 Step 5 
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Step 7  
 
 
 
 
 
 
 
 
 
 
 
Step 7:  Click the Backup icon to see the size of the file.   
 
Step 8:  Choose the path you want to save the file or burn th e file into a 
CD (direct CD burning for Windows XP only). 
 
Step 9:  Select the log information you would like to backup  (Event Log, 
System Log and/or Counter Log) and then click OK. 
 
 
   Step 7 

 
 
Step 8 

 
 
 

Step 9 
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5.13.2 Delete Recorded Information from the System 
 
Step 1:  Click on “New Period” to obtain the Select Date Ti me Period 
panel. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 2:  From the record date section, select the date you want to delete 
the file from. You will see color lines appear in the  time table implying 
available data. Red, green, and blue stands for rec ord always, record on 
motion, and record on event data files, respectively.  
 
Step 3:  Select the data you want to delete by highlighting  the time period. 
Besides the time-table, you may also set up start ti me and end time in the 
Date Time Period section. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Step 1 

Step 2 

Step 3 
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Step 4:  Click on the camera number icon to add camera(s) or  click Select 
All to add all the cameras. 
 
Step 5:  Check the box of Enable Preview to get the preview  of the video 
you select. 
 
Step 6:  Click OK when the settings are complete and go back to the 
Backup panel. 
 
 
 
 
 
 

 
Step 4 

 
 
 
 
 

Step 6 
 
 
Step 7:  Click on the “Delete” icon and delete the data. 

Note: the deleted video cannot be recovered.  
 
 
 

Step 7  
 
 
 
 
 
 
 
 
 
 

Step 5 
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55..1144  NNeettwwoorrkk   SSeerrvviicc ee   
 
There are 3 types of network services: live 
streaming server, remote playback server, 
and 3GPP service. From the Main Console, go 
to Config > Network Service to obtain the 
Network Service panel.  
 
5.14.1 Live Streaming Server 
 
When starting the live streaming function of your co mputer, you allow 
remote users to log on to the specific computer and view cameras that 
are connected to it. As system administrator, you ar e able to monitor 
these accounts in order to maintain the system effi ciency. 
 
Main 
 
On Live Streaming Server panel, you can see the clien ts who are currently 
logging on to your computer and watching the live vi deo from the 
remote side. 
 

�  Kill All Clients 
�  Kill Client 
�  Stop 
�  Start 
�  Maximum  

Connections 
�  Port 

 
�  Use Default  

Web Server 
�  Save Log 

 
�  Use Original 

Video for 
Megapixel IP 
Camera 
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Start: By starting the system, you turn the computer into a  live streaming 
server; thus allow remote users to log on to the sys tem. 
 
Kill Client:  Highlight an IP address and click on the “Kill Cli ent” button to 
block a client from your system. 
 
Kill All Clients:  By clicking on this button, you may block all the clients 
logging to your system. 
 
Stop: Stop broadcasting live stream video. 
 
Options:  You may only adjust the setting when the server is st opped. 
 
Port: Assign a port for the clients to connect to your s ystem to the network. 
 
Maximum Connections:  Number of connections that are allowed to 
connect to your system. One camera video counts as o ne connection.  
 
Use Default Web Server:  Activate the Web server by checking the box; 
clients will be able to watch live video via Interne t Explorer. The port for 
live streaming server is set to 80 by default. (*mus t check this item for 
system access via IE) 
 
Save Log:  Save the log information at appoint folder. 
 
Use Original Video for Megapixel IP Camera:  Check this box for original 
megapixel resolution; otherwise, the resolution will  be compressed for 
better transmitting quality purpose.
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Black/ White List 
 
 

 
White List 

 
Black List 

 
IP Address 

 
Add/Delete 

 
Apply to All Play-
back Servers 

 
 
 
 
 
 
White List: Check the “Enable White List” box to activate the w hite list filter. 
Only IP from the white list is allowed to log in.  
 
Black List: Check the “Enable Black List” box to activate the bl ack list filter. 
IP from the black list will be blocked.  
 
IP Address: Enter an IP address into the IP address field on the left. To add 
an IP address range to the system, enter 2 sets of IP address to indicate a 
series of IPs.  
 
Add/Delete: To Add the IP(s) onto the list or remove it from the  list. 
 
Apply to All Playback Servers: To apply the setting to both live streaming 
server and remote playback server. 
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Individual Camera 
bit rate  

Live Streaming 
Server log 
information  

Total bit rate  

Performance 
 

� � � � � � � � � � � � � �� � � � � � � � � � � � � �� � � � � � � � � � � � � �� � � � � � � � � � � � � �  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
5.14.2 Remote Playback Server 
 
When starting the remote playback function of your c omputer, you allow 
remote users to log on to the specific computer and withdraw data files 
that are stored on it. As system administrator, you are able to monitor the 
accounts that log on in order to maintain the syste m efficiency. 
 
Main 
 
On Remote Playback Server panel, you can see the cl ients who are 
currently logging on to your computer and watching the live video from 
the remote side. 
 
Start: By starting the system, you turn the computer into a  remote 
playback server; thus allow remote users to access the system. 
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 Kill Client  
 
 

Kill All Clients 
 
 

Start 
 
 
 
 
 
 
 
 
 
 
 
 
Kill Client:  Highlight an IP address and click on the “Kill Cli ent” button to 
block a client from your 
system. 
 
Kill All Clients:  By 
clicking on this button, 
you may block all the 
clients logging to your 
system.  

 
Stop: Stop broadcasting 
playback video. 
 

Port 
Maximum Users 
Save Log 

 
 
Options:  You may only adjust the setting when the server is st opped. 
Port: Assign a port for the remote playback server to co nnect to your 
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system to the network. 
 
Maximum Connections:  Number of connections that are allowed to 
connect to the Remote Playback Server. One camera vi deo counts as 
one connection.  
 
Save Log:  Save the log information at appoint folder. 
 
Black/ White List 
 
 

White List 
 

Black List 
 

IP Address 
 

Add/Delete 
 

Apply to All  
Playback Servers 

 
 
 
 
 
 
 
 
White List: Check the “Enable White List” box to activate the w hite list filter. 
Only IP from the white list is allowed to log in.  
 
Black List: Check the “Enable Black List” box to activate the bl ack list filter. 
IP from the black list will be blocked.  
 
IP Address: Enter an IP address into the IP field on the left. T o add an IP 
range to the system, enter 2 sets of IP to indicate  a series of IPs.  
 
Add/Delete: To Add the IP(s) onto the list or remove it from the  list. 
Apply to All Playback Servers: To apply the setting to both live streaming 
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server and remote playback server. 
 
Performance 
 

Total bit rate � � � � � � � � � � � � � �� � � � � � � � � � � � � �� � � � � � � � � � � � � �� � � � � � � � � � � � � � Individual Camera bit rate 
 
 
 

 
 
 

Live Streaming Server log information  
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5.14.3 3GPP Service 
 
When starting the 3GPP service function of your comp uter, you allow 
remote users to log on the 3GPP supported mobile ph one and view 
cameras that are connected to it. See Appendix A on p age 104 for more 
details about 3GPP Service. 
 
 
 
 
 
 

Start 
 
 
 
 
Port 

 
 
 
 
 
Start: By starting the system, you turn the computer into a  remote 
playback server; thus allow remote users to access the system. 
 
Stop: Stop broadcasting playback video. 
 
Options:  You may only adjust the setting when the server is st opped. 
 
Port: Assign a port for the clients to connect to your s ystem to the network. 
 
5.1.4.4 Remote Desktop   
When Remote Desktop is started the entire computer is  now open for 
shared remote connection. A remote client machine c an connect to the 
NVR using the Remote Desktop Viewer. 
 
When connecting to the NVR using Remote Desktop Serv ices, a special 
software is required, please refer to the CD that ca me with the system 
and install the Remote Desktop Viewer.   
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Start: By starting the service, remote server is now active ; thus allowing 
remote users to connect to the system. 
 
Stop: Stop the Remote server service. 
 
Options:  the setting can only be adjusted when the server is stopped. 
 
Port: Assign a port for the clients to connect to your s ystem to the network. 
 
Authentication:  To access the remote server Password is required if 
enabled.  
 
          Port 
 
 

Start 
 
 
 
 
 
 
 
 
5.1.4.5 Central Management   
 When Central Management is started the system will  allow for central 
management connection.  

 
   
       Start  
 
 
        Port 
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55..1155  AAbb oouutt  MMaa iinn  CCoonnssoo llee   
  
Go to About DVR Main to view the version of your su rveillance system and 
the hardware information. 

 
  

  
55..1166  VViidd eeoo   SSoouurrcc ee   
(For system with MP4 capture device only) 
 
Go to Video Source to adjust the Video 
Standard to NTSC or PAL and adjust the 
maximum Video Resolution for all analog 
cameras. 
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6. Remote Live Viewer 

 
With the Remote Live Viewer console, remote users m ay watch real-time 

video from remote live streaming servers. 
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Click on the setup icon to 
obtain  the setup  pane l 

Name the server 
 
 
Enter the server  
IP Address 
 
Enter the connecting port 
of the server  
 
 
Enter the user name and 
password  
 
Check the box to 
automatically log in the 
server when starting Live 
Viewer  
 
Test the server first to  
see if the settings are 
correct 
 

6.1 Setup Panel 
 

 
 
6.1.1 Setup Panel—Server 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

Click “Add” and the 
sever will appear on the 
list 
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6.1.2 Setup Panel—Group 
You may put different cameras into the same group  
 
Step 1:  Go to the Group tab of the LiveView Setting panel.  
 
Step 2:  Log in to all the servers that contain the camera( s) you would 
like to put into the group(s). 
 
Step 3:  Click “Insert” to create a new group; name the gro up for 
future reference. 
 
Step 4:  From the window at the right, highlight the camera (s) that you 
would like to add to a group and then click on the “<--“button. 
Repeat the process until you are satisfied with the  group setting. 
 
Step 5:  Click on the Delete and Rename button to remove or rename 
a specific group. 
 
Step 6:  Repeat Step 3 to 5 until you are done with creating  and 
setting groups. 
 
Step 7:  Click OK. 
 Step 1 Step 2 

Step 3 

Step 4 

Step 5 
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Log In/ Log Out 
(Server/ Group) 
 
 
Server and Camera List  
 
 
 
PTZ Camera Control  
 
 
 

66..22  SShhooww  CCaa mm eerraa ((ss))  OOnn  tthhee   DDiisspp llaa yy   SScc rreeeenn  
 
Select a camera(s) from the 
server/ camera list on the right 
and then drag it to where you 
want the image to be displayed. 
 
 
On the server/ camera list, right 
click on a camera to connect/ 
disconnect it. 
 
 
6.2.1 Log In/ Log Out : Select a server or a group and click on the log in / 
out icon to access/ leave the server. You may also log in/ out from the 
server by right clicking on it. 
 
6.2.2 Server and Camera List : Display a complete list of the server(s) and 
camera(s) that are added to the system. 
 
6.2.3 PTZ Camera Control : You may control the camera view by utilizing 
the PTZ camera control panel to adjust the camera’s  view. This is only 
available with cameras that support PTZ function. 
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6.2.4 Minimize : Minimize the Remote Live View Console window. 
 
6.2.5 Exit: Shut down the system or log out current user. 

 
6.2.6 Digital Zoom : Click on the + and – signs to zoom in and out the v iew. 
 
6.2.7 Play / Stop/ Drop : Select a camera/ video and click on this button 
to play/stop/disconnect a particular channel. 
 
6.2.8 Information Display Window : Display video information including 
server name, video current status, and bit rate for a  selected channel. 
 
6.2.9 Playback : View playback video remotely. 
 
6.2.10 Remote I/O : Utilize I/O device function remotely. 
 - User can remote adjust the Output Pins by turning  it on or off 

Zoom  
 Information 

Display Window  
 

Playback  
 

Remote I/O  
 

Snapshot  
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6.2.11 Snapshot : Select the snapshot function to capture a specific video 
image immediately. 

 

Click to turn 
on/off the 
“ Output ”  pins  
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7. Web View 

 
 
 
Note:  Must make sure the Liver Stream Server is enabled. Check 5.1.3 
Network Service for more detail. 
 
77..11  SSeerrvveerr  IIPP: Open an Internet Explorer browser and enter the IP address 
or DDNS “name” of the server followed by the connec ting port.  
Example: http://192.168.1.16:82/  
 
Note:  192.168.1.16 is the IP address of the server.  

82 is the port specified in “Use Default Web Server ” in Network 
Service. 

 
77..22  RReemm oottee   LLiivvee   VViieewweerr: Press this icon to use Remote Live Viewer which 
functions are the same as Remote Live Viewer. See p age 92. 
 
77..33  RReemm oottee   PPllaa yybb aa cc kk: Press this icon to use Remote Playback which 
functions are the same as Playback but remote serve r and backup 
functions. See page 18. 

Remote Live Viewer  
 

Remote Playback  
 

Server IP 
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8. DB Tool 
 
The DB Tool Export/import database files; Export con figurations; and Edit 
storage location. 
Warning : improper use of this DB Tool may cause lose of th e recorded 
video data. 
 
Step 1:  Execute DB Tool from program files. 
 

 
 
Step 2:  Enter the password of administrator to login. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Step 2 

Step 1 
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88..11  EExxpp oorrtt  DDaa ttaa bb aa ssee   
 

Step 1:  Select system database location (generally they will reside in c:\program 
files\your_installation_directory\). 

 
Step 2:  Select the destination you want to export. 

 
Step 3:  Press “Export” to start to export database. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Step 1 

Step 2 

Step 3 
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88..22  IImm pp oorrtt  DDaa ttaa bb aa ssee   
 

Step 1:  Select the database location you want to import. 
 

Step 2:  Select the installation path you want to import. 
 

Step 3:  Press “Import” to start to import database. 

 
 
Example of using export database and import database :  
 
In certain case that when video data needs to be trans fer from old PC to 
another new PC, user will need to perform the follow ing procedure. 
 
1. Manually copy all recorded video data from the de fault installation 
path or other user-defined storage path of the old PC. 

 
 

Recorded 
video data 
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2. Run “8.1 Export database” on old PC. 
 
3. Manually paste all recorded video data to the def ault installation path 
or other user-defined storage path of the new PC 
 
4. Run “8.2 Import database” on new PC 
 
5. Old recorded video data can be viewed by NetFLOW playback system 
on the new PC. 
 
88..33  EExxpp oorrtt  CCoonnffiigg uurraa ttiioonnss  
 

Step 1:  Press “Export”. 
 
 
 
 
 
 
 
 
 
 
 
 
 

Step 2:  Select the location you want to Export and type th e name of 
the configurations. 

 
Step 3:  Press “Save” to start to import database. 

 
 
 

 
 
 
 
 
 

Step 1 

Step 2 

Step 3 
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8.4 Edit Storage Location 
If you move the recorded videos to a new directory, t o ensure the 
videos can still be recognized by the Playback system,  you should 
change the original directory. 

 
Step 1:  Select the original directory in the table. 

 
Step 2:  Change the selected path to the new directory for the moved 
video. 

 
Step 3:  Press “Update” to finish editing storage location. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Step 1 

Step 2 

Step 3 
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Appendix A 
 
How to setup 3GPP streaming connection (using Window s mobile phones) 
 
System Configuration  
NetFLOW DVR / DVR server v2.6 

CPU:  Intel core2 Duo 1.86 GHz  

Memory:  512 DDR RAM  

Ethernet:  Realtek RTL8168/8111 PCI-E  

Hard Disk:  160GB  

Graphic card:  ASUS Extreme AX550  

Operating System:  Windows XP Professional SP2  

Mobile Phone: Windows Mobile Phones 

 
1.1 Configuration from DVR Main server 
 
Step 1: Go to Config  and select Network Service  
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Step 2: Select 3GPP Service, and then click Start  
Note: In the Option item, the port  selected here is the same port from 
mobile handset 
 

 
 
 
1.2 Configuration from 3G Mobile 
Phone 
 
1.2.1 3G Mobile Phone 
 
Step 1: Goto  Menu, then  Internet 
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Step 2: Select Favorites 

 
 
Step 3: Add New Favorites 

 Step 4: Configure the Adress setting as the 
following example. 

 Ex: rtsp://67.208.24.41:3007/ media00 .3gp   
 67.208.24.41 is the IP address of DVR system 
 Port : 3007 port specified in 3GPP Service   

Step 5: Save the settings and start playing 
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1.2.2 Platform4 
 
1. Connect to GPRS 

 
2. Download and install the [PLATFORM4] software. 

 
3. Execute DVR MAIN. 

 
4. Press the [Setup] � [Network Service] � [3GPP Service] �  [Start] 

 
 

5. Open [PLATFORM4], press the button framed by red int o Option 
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6. [Open Url] enter the rtsp address of the camera  

(EX: rtsp://61.216.97.69/media00.3gp � channel 1 
 EX: rtsp://61.216.97.69/media01.3gp � channel 2 
 EX: rtsp://61.216.97.69/media02.3gp � channel 3) 
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7. [Setting I]change the setting and press “OK” 
[Protocol] TCP 
[Buffer Size] 60 
[Connection TimeOut] 103  
[Data Recept. TimeOut] 100  
[Deblocking Filter] check  
 

8. Go back to PLATFORM4, searching and then getting th e video 

   
 
 

 


